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DEAlERS/RESEllERS

Twelve-month limited warranty 
with service provided through 
local resellers. Additional support 
available on a contractual basis.

SERViCE & SUppoRT

   package Contents

Model ADVC55 ADVC110 ADVC300 TwinPact100

Package Contents ADVC55 unit

1 x FireWire (IEEE 1394) 
cable  (6-pin to 6-pin)

User manual

ADVC110 unit

1 x FireWire (IEEE 1394) 
cable  (6-pin to 6-pin)

User manual

ADVC300 unit*1

AC adapter

1 x FireWire (IEEE 1394) 
cable  (6-pin to 4-pin)

Picture Controller 
application CD-ROM

User manual

TwinPact100 unit w/
remote control

AC adapter

1 x FireWire (IEEE 1394) 
cable (6-pin to 4-pin)

1 x VGA cable (15-pin 
D-Sub)

1 x stereo 3.5 mm audio 
cable

Twin Commander 
installation CD-ROM

User manual

Optional Power Supply*2, 3 ADVC-PSU5V adapter kit*3

1 x AC power adapter

1 x FireWire (IEEE 1394) 
cable (6-pin to 4-pin)

ADVC-PSU5V AC adapter 
kit*3

1 x AC power adapter

1 x FireWire (IEEE 1394) 
cable (6-pin to 4-pin)

n/a n/a

*1 A D1 component cable is available as an option in some countries. *2 Sold separately.  
*3 Use of other power supplies with this ADVC unit is not recommended and will void warranty.

Specifications

ADVC55 ADVC110 ADVC300 TwinPact100

Video Format NTSC, PAL, SECAM  
(input only)

NTSC, PAL, SECAM  
(input only)

NTSC, PAL, SECAM  
(input only)

NTSC, PAL, SECAM  
(input only)

Digital Video 6-pin FireWire (IEEE 1394) 
(input only)

6-pin FireWire (IEEE 1394),  
4-pin FireWire (IEEE 1394)

6-pin FireWire (IEEE 1394),  
4-pin FireWire (IEEE 1394)

6-pin FireWire (IEEE 1394),  
4-pin FireWire (IEEE 1394)

Audio Format 2-channel, 48 kHz, 16-bit 2-channel,  48 kHz, 16-bit 2-channel,  48 kHz, 16-bit 2-channel, 48 kHz, 16-bit

Analog Video Input S-Video, composite (RCA) S-Video, composite (RCA) S-Video, composite (RCA) S-Video, composite (RCA), 
RGB (15-pin D-Sub max 
1600x1200)

Analog Audio Input Stereo unbalanced  
(2 x RCA)

Stereo unbalanced  
(2 x RCA)

Stereo unbalanced  
(2 x RCA)

Stereo unbalanced  
(2 x RCA, 1 x 3.5 mm)

Analog Video Output — S-Video, composite (RCA) S-Video, composite (RCA) S-Video, composite (RCA), 
VGA pass-through (15-pin 
D-Sub)

Analog Audio Output — Stereo unbalanced  
(2 x RCA)

Stereo unbalanced  
(2 x RCA)

Stereo unbalanced  
(2 x RCA)

Device Control AV/C over FireWire  
(IEEE 1394)

AV/C over FireWire  
(IEEE 1394)

AV/C over FireWire  
(IEEE 1394)

AV/C over FireWire  
(IEEE 1394)

Power 1394 bus power (6-pin),  
optional DC adapter

1394 bus power (6-pin),  
optional DC adapter

Included DC adapter Included DC adapter

Dimensions 126 (W) x 23 (H) x  
76 (D) mm 
4.96 (W) x 0.91 (H) x  
2.99 (D) in.

146 (W) x 27.2 (H) x  
120 (D) mm 
5.75 (W) x 1.07 (H) x  
4.72 (D) in.

146 (W) x 27.2 (H) x  
177 (D) mm 
5.75 (W) x 10.7 (H) x  
6.97 (D) in.

125 (W) x 31 (H) x  
148 (D) mm 
4.92 (W) x 1.22 (H) x  
5.83 (D) in.

Quadrant Digital Solutions, Unit 1 Hawthorn Road
Castle Donington, Derby, DE74 2QR
Sales:  0870 084 1166, Fax:  01332 817778
information@quadrantdigital.co.uk
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