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To find your local reseller or dealer for Thomson Grass Valley 
professional audio video products, please visit  
professional.grassvalley.com/sales/.

DEAlERS/RESEllERS

Twelve-month limited warranty 
with service provided through 
local resellers. Additional support 
available on a contractual basis.

SERViCE & SUppoRT

Package Contents
ADVC1000 converter box•	

AC adapter•	

User manual•	

1 x FireWire (IEEE 1394) cable (4-pin to 6-pin)•	

User manual•	

1 RU rack-mount brackets•	

SpECiFiCATionS

Video Format

NTSC, PAL

Digital Video

4-pin FireWire (IEEE 1394), 6-pin FireWire 
(IEEE 1394), SDI in (BNC), SDI active-
through (BNC), 2 x SDI out (BNC)

Digital Audio Input

SDI 4-channel embedded audio: •	
SMPTE 272M-A, 20 bit, 48 kHz, 
locked
AES/EBU 4-channel (2xBNC): 32-, •	
44.1-, 48 kHz; 16-, 20-, 24 bit; 
unlocked/locked
DV 2-channel: 32-, 44.1-, 48 kHz; •	
16 bit;  
unlocked/locked
DV 4-channel: 32 kHz, 12 bit, •	
unlocked/locked

Digital Audio Output

SDI 4-channel embedded audio: •	
SMPTE 272M-A, 20 bit, 48 kHz, 
locked
AES/EBU 4-channel (2 x BNC): 48 kHz; •	
16-, 20-, 24 bit; locked (or AES input 
through)

DV 2-channel: 48 kHz, 16 bit, locked•	

Analog Video Output

S-Video, composite (RCA)

Time Code

LTC in (BNC), LTC out (BNC), VITC in 
(decoded from SDI input), VITC out 
(encoded in SDI output, line selection 
available)

Reference 

Input (BNC), loop-through (BNC) •	
Device Control•	
AV/C over FireWire (IEEE 1394), RS-•	
422A (bi-directional conversion)

Display

LCD configuration menu

Power

Includes DC adapter (12V, 1.2A)•	
Environmental Characteristics•	
Operating temperature: 10 to 35°C•	
Storage temperature: -20 to 60°C•	
Maximum humidity: 80%•	

Dimensions 

Width: 215 mm (8.46 in.)•	
Height: 44 mm (1.73 in.)•	
Depth: 241 mm (9.49 in.)•	

Minimum Computer System 
Requirements

Windows PC
Windows 2000 (Service Pack 3 •	
or higher), Windows XP Home, or 
Windows XP Professional (Service 
Pack 1 or higher)
DirectX 8.0 or higher•	

Mac 

Mac OS X (10.2.7/10.2.8/10.3/10.4.x)•	

Note: A video capture card or OHCI FireWire 
(IEEE 1394) connection is required to 
capture DV.

Service and Support 

1-year limited warranty

Quadrant Digital Solutions, Unit 1 Hawthorn Road
Castle Donington, Derby, DE74 2QR
Sales:  0870 084 1166, Fax:  01332 817778
information@quadrantdigital.co.uk

Available from:




