












Specifications
General
Power requirement: DC 10.5 V to 17 V
Power consumption: Approx. 20 W (in the Record mode)
Dimensions: 364 (W) x 249 (H) x 121 (D) mm 

(14-3/8" x 9-13/16" x 4-13/16") 
Weight: 5.5 kg (12 lbs.) (including viewfinder, battery, microphone 

and tape)
Temperature

Operating: 0°C to 40°C (32°F to 104°F)
Storage: -20°C to 60°C (-4Å° to 140°F)

Humidity
Operating: 30% to 80% RH
Storage: 85% RH or less

Camera section
Image pickup device: 1/2" interline-transfer CCDs
Color separation optical system: F1.4, 3-color separation prism
Number of pixels:

Total: 410,000 (NTSC)/470,000 (PAL)
Effective: 380,000 (NTSC)/440,000 (PAL)

Color system: GY-DV5100U (NTSC), GY-DV5100E (PAL) (wide-
band R-Y, B-Y encoder)

Color bars: SMPTE/EBU type
Sync system: Internal sync (built-in SSG)
Lens mount: 1/2" bayonet system
Optical filter: 3200K, 5600K, 5600K+1/8ND, 5600K+1/64ND
Sensitivity: F13, 2000 lx
Minimum illumination: 0.2 lx with F1.4, LOLUX
Horizontal resolution: 800 lines
S/N: 64dB (camera head, no output:GY-DV5100U) : Effective value

62dB (camera head, no output:GY-DV5100E) : Effective value
Gain: -3, 0, 6, 9, 12, 15, 18 dB, variable gain (0.2 dB-step) in ALC 

and LOLUX
Electronic shutter:

Standard value: 59.94 Hz (GY-DV5100U)/50 Hz 
(GY-DV5100E)

Fixed values: 7.5, 15, 30, 100, 250, 500, 1,000, 
2,000, 4,000, 10,000 Hz (GY-DV5100U) 6.75, 
12.5, 25, 120, 250, 500, 1,000, 2,000, 4,000, 
10,000 Hz (GY-DV5100E)

Variable scan: 60.1 to 2,084.6 Hz (GY-DV5100U)/50.1 to 2,067.8 
Hz (GY-DV5100E)

Dynamic range: 400 % or more

VTR section
Format: DV format, 4:1:1 (NTSC)/4:2:0 (PAL) format
Signal format: NTSC/PAL 
Usable tape: Standard/Mini DV tape
Tape speed: 18.812 mm/sec. (GY-DV5100U), 18.831 mm/s (GY-

DV5100E)
Record/play time: 276 minutes (with an LA-DV276PRO tape), 63 

minutes (with an M-DV63 tape)

[Video]
Video signal recording format: 8-bit, 13.5 MHz, 4:1:1 (NTSC)/4:2:0 

(PAL) component recording

[Audio]
Audio signal recording format: 16-bit (locked audio), 48 kHz PCM 

for 2 channels or 12-bit, 32 kHz PCM for 4 channels 
Frequency response: 20 Hz to 20 kHz (48 kHz mode)

[Connectors]
Video output: 1.0 V(p-p), 75 ohms, unbalanced (BNC) (composite 

video signal)
Y/C output: Y; 1 V (p-p), 75 ohms, unbalanced

C; 0.286 V (NTSC)/0.3 V (PAL) (p-p), 75 ohms, 
unbalanced (4-pin)

Audio inputs Mic: -60 dBs, 3 kohms, balanced (XLR), +48 V 
output for phantom power supply

Line: +4 dBs, 10 kohms, balanced (XLR)
Audio outputs: -6 dBs, low impedance, unbalanced (RCA)
Earphone jack: -17 dBs to -60 dBs, 8-ohm impedance (stereo 

sound mini-jack)
DV connector: 4-pin

[Accessories provided]
Microphone x 1
Tripod base x 1

Dimensions       Unit: mm/inches
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Optional Accessories

VF-P115B
1.5" viewfinder

VF-P116
1.5" viewfinder

VF-P400*
4" viewfinder
*For attachment, 
the KA-A40/SA-K400**
adapter is required.
**U.S.A. market only

HZ-FM15U
Manual focus control for Canon lens

AA-P250
AC power
adapter/charger

Provided with a camera
power cable.

*Can be used only as an AC 
power adapter.

TP-P300U
Tripod

TP-P205
Dolly

VC-G30U Y/C cable
(4p-4p, 3 m)

VC-G50U Y/C cable
(4p-4p, 5 m)

VC-P710U
Camera power cable (4p-4p, 5 m)

Shoulder Strap
SC46310-001 x 2pcs. 
Pin

SC46311-001 x 2pcs. 
Spacer

SCV2933-001
Shoulder Strap

(available from JVC service parts center)

KA-A50U
Microphone holder

VC-VDV204 (4p-4p, 2 m)

VC-VDV206 (4p-6p, 2 m) DV cable

M-DV63PRO
M-DV60ME
M-DV30ME
MiniDV tapes

M-DV12CL
MiniDV cleaning tape

(Canon)

HZ-FM13U
Manual focus control for Fujinon lens
(excluding S14 lens)

MV-P615U
MV-P618U
Microphone

HZ-ZS13BU
Zoom servo/trigger control
(Fujinon/Canon lenses)

YH16 x 7K12U
16:1 power zoom lens

YH19 x 6.7K12U
19:1 power zoom lens(Fujinon)

S14 x 7.3B12U
14:1 power zoom lens

S17 x 6.6BRM
17:1 power zoom lens

S20 x 6.4B12U
20:1 power zoom lens

LA-DV276PRO
LA-DV186PRO
LA-DV124PRO
Standard DV tapes

UL2-20
Ultralight camera

Titan Twin
Battery charger

NH-202
NP battery dual holder

NH-100AB
NP box with
Anton Bauer
mount

X-LiteII
Light for ENG

Dionic 80
Digital lithium ion
battery 80 W/hNP-L50 type batteries

JL-2PLUS
Quick charger with AC adapter
(For NP-L50 type batteries.  This can be
also used as a camera power supply)

Commercially-available options
From IDX                                                                                                                                           From Anton Bauer
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“JVC” is the trademark or registered trademark of Victor Company of Japan, Limited.

DISTRIBUTED BY

� Professional Systems company of Victor Company of Japan, Ltd. has received ISO14001 and 
ISO9001 Certifications under the global standard for environmental management.

JQA-0288

Simulated pictures.
The values for weight and dimensions are approximate.

Design and specifications subject to change without notice.
* DVCAM is a registered trademark of Sony Corporation.
* Product and company names mentioned here are trademarks or registered trademarks of their respective owners.

GY-DV5100 camcorder docked with DR-DV5000 hard disk recorder, showing their respective removable
media, which can be set to operate separately or in tandem, in series or in parallel.

Victor Company of Japan, Limited
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DIGITAL SOLUTIONS

Quadrant Digital Solutions, Unit 1 Hawthorn Road
Castle Donington, Derby, DE74 2QR
Sales:  0870 084 1166, Fax:  01332 817778
information@quadrantdigital.co.uk




